
UNIVERSAL MIRROR CABINET
With Side Panels

SIDE PANEL
(RIGHT)

SIDE PANEL
(LEFT)

CABINET

Check all parts of product for damage. NOTE: INSTALLATION IS 

CONSIDERED ACCEPTANCE OF GOODS AND WILL VOID WARRANTY.

Check all parts on the package contents list are present.

Remove glass shelves from inside the cabinet and  

set aside in a safe area away from your work space.

• Slide glass shelves towards you, out of brackets.

• Remove brackets from bracket holes.
INTERNAL  

GLASS SHELVES
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BEFORE INSTALLATION
CHECK ALL PARTS OF PRODUCT  

THOROUGHLY. INSTALLATION IS ACCEPTANCE  
OF GOODS AND WILL VOID WARRANTY.

Phillips Cross Head Screw Driver

YOU WILL ALSO NEED

Pre-assembled Cabinet with mirrored 
doors and 2 internal glass shelves.

CABINET PACKAGE CONTENTS

SIDE PANELS PACKAGE CONTENTS

2 x Side Panels

Screws
x 8
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INSTALLATION INSTRUCTIONS



Attaching Side Panels to the Cabinet
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• Open the Cabinet doors - in each side there are 4 

screw holes. 

• Use a screwdriver to attach the side panels to the cabinet.  

(If using an electric screwdriver be careful not to  

over-tighten as this may cause damage)

• Check panels are securely attached to the cabinet.

• Attached Cabinet to wall before re-installing the glass 

shelves.
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Door hinges may need slight adjustment to realign 

doors after transit and handling.

• Line up side panel with the cabinet.

DO NOT 
OVER 

TIGHTEN
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