
Integra
Vitreous China Wall Basin
Nominal Size: 500mm x 430mm

CI/SfB
(74.2) g3

Date
October 2016

Supersedes all previous issues

1.12.1



A general application range of concealed integral trap basins featuring an anti-splash rim, hygienic 
and easy to clean surfaces. The basin is suitable for domestic, commercial and X disabled people 
applications. Left hand soap recess is standard.

Tap Holes: Basin available in: No taphole Code No.648200; one taphole Code No.648210; 
three taphole Code No.648230.

Waste outlet: Rubber keeseals are included in fitting pack to fit 40mm PVC Copper/Brass outlet 
pipe. A chrome plated brass waste outlet is factory fitted to the basins.

Bowl Capacity: 10 litres.

Overflow: Overflow not available.

Fixing: Integral Trap fixing kit included – bolts directly to the wall.  
D.780 Sanifix bracket Code No.687780.
Integra Basin Sanifix Fitting Kit Code No.687801.

Colours: White only.

Dimensions: All dimensions are in millimetres and are subject to normal manufacturing 
variations. Caroma pursues a policy of continuing improvement in design and 
performance of its products. The right is therefore reserved to vary specifications 
without notice.
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Use Grey Keeseal 
Seal for Ø40mm 
Copper Waste

Use Black Keeseal 
Seal for Ø40mm
P.V.C. Waste

Integral Trap Fixing Kit
Included with basin. 
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Integra

Vitreous China Wall Basin
Basin Size: 500mm x 430mm (nominal)

Vitreous China Shroud


